
Cost Effective, Filmless Imaging

Top Quality Diagnostic Images

Enhanced Long Life Imaging Plates

Wide Dynamic Range And Latitude

USB 2.0 Connectivity

V I S I O N A R Y  I M A G I N G



DIGIVET 1417CR is a filmless, digital veterinary radiography system that produces high resolution, 
diagnostic quality images.  Utilizing PSP (Photo Stimulated Phosphor) plate technology, a standard size 
cassette containing a PSP plate is used in exactly the same way as a 14 X 17 film cassette.  No changes 
to exposure techniques are necessary.  After the plate is exposed, the DIGIVET 1417CR scans the plate, 
thus producing high efficiency, low noise images which are digitized and transmitted to your computer 
via a USB 2.0 (Universal Serial Bus) port.  It is compatible with laptop or desktop systems.

Digital imaging delivers significantly increased revenue to today’s high-tech practice.  Requiring less labor, 
it increases patient throughput and is safer for the animal with reduced X-Ray exposure.

Easy-to-use, state-of-the-art digital imaging eliminates the inconvenience of film processing and image 
archiving is fast and simple to patient data bases.  DIGIVET 1417CR is supplied with Imaging Software 
and is ideally suited for veterinary clinics and hospitals.  The operational simplicity of digital radiography 
consolidates workflow as it builds productivity.
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DIGIVET 1417CRTM Digital Imaging System 
Specifications*

DIGIVET 1417CR System Requires: 
 One DIGIVET 1417 CR Scanner 
 14” X 17” PSP plate W/cassette (2 recommended) 
 USB 2.0 Cable
 Image Management Software
 Windows based PC workstation** (not included)

Cassette Size: 14” X 17” 

Throughput: Up to 50 cassettes/hour Reading & Erasing 

Reading Sampling Rate: 6 pixels/mm 

Connectivity: Plug and play USB 2.0

Regulatory: CE

Safety Standards: EN 60950, IEC 60825-1 (1994), 
   IEC 60601-1-2 (1993),
   Device directive 93/42 EEC for class 1 Device

Image Size (unpacked): 10 megabytes

Power Supply: 115 VAC 60 Hz or 240 VAC 50 Hz

Dimensions 20”W X 31”L X 19”H

Gray Shades: 4096 (12 bits)

Environmental Conditions: Temperature:  60 - 86 (degrees F)
   Temperature change: 1 degree F/Minute
   Humidity:  15 - 75% RH

Shipping Weight: 85 lbs. (32 kg)

Warranty: One year parts and factory service

* Specifications subject to change without notice.
** Minimum Computer Requirements: P4 2.5GHz or equiv; 512MB RAM; USB 2.0 Port; Parallel Port; 
 CD/CD-R Drive; DVD Writable Drive with back up software; HD120GB+; MSWin XP Pro; Video Display  
 Card with 64 MB RAM; Network Interface Card. (computer not included)
 DIGIVET is a registered trademark of AFP Imaging Corp.

Scanner (14” X 17”)

Cassettes W/PSP Plates (14” X 17”)

Eliminates Darkroom

Works With Existing X-Ray Equipment

SMO 113-01


